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TECHNICAL NOTE 3755

SOME OBSERVATIONS ON THE RELATIONSHIP BETWEEN FATIGUE
AND INTERNATL FRICTION

By 8. R. Valluri
SUMMARY

An investigetion has been conducted to determine the internal fric-
tion and fatigue strength of commercially pure 1100 aluminum under
repeated stressing in torsion at varlous temperatures and stress levels
in an effort to find if there exlsits any correlation between internal
friction and fatigue cheracteristics. For this investigation a tor-
sional fatigue-testing machine of the resonant type wes designed with
facilities for measuring internal friction at low stress levels.

Results indicate the existence of a critical temperature at which
the fatigue life of the specimens appears to reach a minimum value. The
effect of this tempersture on the internal friction at verious stress
levels was qulte substantial. In addition, the phenomenon of the recov-
ery of internal friction during brief periods of rest was discussed.

The recovery of internal friction was observed to depend upon the stress
level and temperature of testing.

INTRODUCTION

While considerable work has been done in order to determine the
damping capacity of materials at engineering stress levels and at varlous
temperatures in fatigue stressing, no systematic Investigations heve been
conducted in order to correlate the internal friction at low stress levels
with fatigue stress history. Measurements of internal friction at low
stress levels have been used -In many Investigations in order to determine
the effects of various kinds of cold-work; these investigations have
resulted in some interesting observations. It was consequently felt desir-
able to initiate a fairly exhaustive experimental investigation in order
to correlate fatigue, internal friction, and temperature.

This work is an investigation of the internal friction and fatigue
strength of commercially pure 1100 aluminum under repeated stressing
in torsion at various temperatures and stress levels. Specifically,
the investigation was designed to include: Determination of the critical
temperature for the viscous behavior of the graln boundary and its pos-
sible relation to the fatigue problem; preliminary investigation of the
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effects of brief periods of rest on internal friction during progres-

sive stress history at different temperatures; end trends in the variation
of internal friction, as measured by the logarithmic decrement & in
free oscilletions of small amplitude, as a function of torsionsd shear
stress T, temperature T, and number of reversals N, in specimens which
are stressed cyclicelly in large-amplitude forced vibrations.

The work of the present report was conducted under the sponsor-
ship and with the financial assistance of the National Advisory Committee
for Aeronsutics., The author wishes to express his sincere appreciation
for considersble advice which he received from Drs. Y. C. Fung and E. E.
Sechler of the Department of Aeroneutics of the California Institute of
Technology.

TEST MATERTAL

Commercially pure 1100 aluminum wires 1/8 inch by 36 inches of +the
following composition were used in the tests: aluminum, 99.19 percent;
iron, 0.49 percent; copper, 0.16 percent; silicon, 0.10 percent;
megnesium, 0.03 percent; and manganese, 0.03 percent. This relatively
pure aluminum was.chosen as the test material because some information
was already aveilsble from Ke's work (as discussed in ref. 1) and because
of the relative simplicity in interpreting the results.

The aluminum wires were straightened before testing by applying a
tension of 750 psi and passing a current of 175 amperes at 6 volts
through them for a perlod of 5 minutes, which raised the temperature of
the wire to about 750° F. Test specimens 9 inches long were cut from
these wires. In the preliminary run of 16 tests, the test specimens
which were thus prepared were held by grips in the testing machine and
Wwere subjJected to an anneal at 750o F for 6 hours. In subsequent tests,
thicker ends (as shown in fig. 1) were cast in an induction furnace in
order to reduce the extraneous friction at the grips. The second set of
specimens was polished with 600A emery paper, annealed at "{50° F for
6 hours, end cooled in the furnace to room temperature to remove the
effect of prior stress history.

The free length of the test specimen was 6 inches and the diameter
was 0.125 inch. The verlatlon was not more than 0.002 inch in diameter
and 0.025 inch in length. -

TEST EQUIPMENT

The principle of resopance (with an externsl elastic restraint) was
used for producing torslonal vibrations. By changing the stiffness of
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the external restraint, it was found possible to change the operational
frequency of forced vibration at resonance. The decay of free oscil~-
latlions was used for damping measurements and a photocell electronic
system was used to facllitate quick measurements.

In preliminary tests it was found that, if an elastic restraint was
attached to one end of a two-pole altermating-current motor as shown in
figure 2(a), it was possible to excite torsionsl vibrations in the rotor,
provided that the angle 6 was not zero. By choosing a proper length
for the restreint and a corresponding frequency for the power supply, it
wes possible to meintein oscillations of substantial amplitude with very
little power input. A palr of electromegnets was used to start the test
specimen and inertia bar in free vibration. In order to reduce the effect
of residual magnetism, these magnets were pulled away from the vicinity
of the inertis bar after the free vibrations started. In order to simu-
late free torsionel vibrations only, a torsion pivot support was placed
at the end of the inertia bar as shown in figure 2(b). The final setup,
based on this principle, i1s shown schematicaelly in figure 3. The photo-
grephs in figure 4 show the testing machine with its associated equipment.
The measurement of deamping 1s cerried out as shown in figure 5.

ERRORS IN MEASUREMENTS

A detalled discussion of the measurement errors is glven in the
eppendix. The results may be summarized as follows:

At room temperature, for an annealed specimen, there was still a
large variation in the measured value of the logerithmic decrement of
the free vibration. This variation may be as high as 150 percent from
the mean value for different specimens. At higher temperatures the
variation was considersbly less, golng down to values as low as 5 percent.

In the measurement of damping of & specimen, there was an inherent
statistical variation of about 10 percent or less in range about the mean
velue. While looking for significant trends in recovery, this variation
was kept in mind.

There was & maximm error of 5.4t percent in the measurement of
damping fram reading to reading of & specimen between & number of rever-
sals of forced vibration.

The emplitude of forced vibration did not fluctuate more than 4 per-
cent except when the specimen was @bout to bresk.

The temperature in the furnasce whilch was callibrated with the thermo-
couples installed directly on the test specimen (and these related to a
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thermocouple placed verg near the specimen) did not vary beyond i2° F in
the range of 75° to 750° F, and over & period of time the fluctuation was

of the same order.
- DETERMINATION OF &

The principle of decey measurements and the equation for internal
friction & are glven in figure 5.

The number of cycles in free vibration required for & chosen ampli-
tude decey is hereafter called "the decay cycles." This is the number
of cycles required for an amplitude of 1 inch to die down to O.4 inch on
a linear scale at a distance of 130 inches from the test specimen. The

the 1-inch amplitude correspands to & shear strain of 4 X 10”2 radian
and the corresponding stress is 140 psi. Substitution of these into the
equetion for 8 glven in figure 5 glves the value

= 1.833
B = =222

where n is the number of half cycles measured by the counter. In the
text hereafter, the terms "internal friction" and "demping values" are
used interchangeably.

Since one of the prerequisites for the measurement of anelastic
internal friction is amplitude independence of the measured value of
friction, it becomes desirable to determine if the amplitude settings
chosen above do give measurements of intermnal friction independent of
amplitude. In order to do this, the damping curves were determined for
verious initial amplitudes and are shown plotted in figure 6. It can
be noticed that up to 500 psi of maximum stress, the demping is inde-
pendent of stress amplitude. Consequently, it is concluded that the
chogen value of stress amplitude for measurement of internal frietion
is well within the range of amplitude-independent damping.

DETERMINATION OF 3-VERSUS-T RELATION

Since one of the aims of this investigation was to determine the
effect of a critical temperature on fatigue, the variation of damping
with temperature for a specimen before stressing was determined. Ke&'s
work (refs. 1 and 2) on the grain boundary hes shown the existence of a
critical temperature for maximum grain-boundary damping. As shown in
figure 7 the existence of a critical temperature (450° F) wes revealed
in this case also. The damping did not go down continuously as it did
in K€'s work but showed an increase with temperature after a small drop.




NACA TN 3755 5

There might be many reasons for this. In the first place, the test
material in this work was not so pure as the 99.998. percent pure alumi-
num thet K& used. Secondly, K& mentioned that the high-temperature side
of the curve was found to be very sensitive to preamneal cold-work, indi-
caeting that some other effects connected with cold-work come into the
pleture. This effect was also attributed by Pearson, Greenough, and
Smith, as discussed in reference 3, to slipping at interface corners
where the stress is concentrated after relaxation. It is also of some
interest to note that the critical temperature was 450° F in this case,
as compered with about 536° F in K&'s work. Work of other investigators
shows that this difference in the maximum temperature may be attributed
to purity end grain size. .

In the subsequent tests the varlation of & as a function of stress
level T, temperature T, and number of reversels N was determined.
Thus, after ammealing the specimen for ebout 6 hours at T750° F, its
temperature was brought down to the testing level and the damping was
measured. A particular stress level was chosen and the demping of the
specimen was determined after various numbers of reversals N. During
the period of damping measurement, which was not more than 15 minutes,
the test specimen was not subjected to any high-stress-level forced
vibration, and this period could be treated substantially as a rest

period. The following stress levels and temperatures were chosen for
investigation:

Ty PBle o o o o o o e o o o o o o « 2,000 3,500 5,000 6,000
By OF @ 4 ot o ¢ o o o a o s o o 75 300 450 600

This stage of the testing was conducted in two parts. In part one,
i1t was desired to investigate briefly the effects of rest periods on
recovery. Consequently, short periods of rest up to 15 minutes were
glven each time damping was measured after a period of forced vibration.
Sixteen tests were performed under this condition, one for each cambi-
nation of stress levels and temperatures. In the second part, the period
of rest was only that time necessary to measure damping once, which, in
general, was sbout 2 minutes. Under these conditions, three additional
tests were performed for each palr of stress levels and temperatures.
The, second part was considered necessary to determine scatter involved
in this work and to confirm the general trends observed in part one.

RECOVERY PHENOMENA

It has been suggested in previous work that a period of rest after
a specimen has been subjected to sustained vibration for some time would
contribute to & decrease In the damping capacity of the test specimen.
This was found to be true in these tests. However, it was also found that
the recovery wes dependent on the stress level of the forced vibrations
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and the temperature and that under certain condlitions there occurred
what mey be caelled negative recovery, in which case the demping increased
with time.

In order to analyze and present the preliminsry resulis of these
phenomena, the following procedure was adopted.

The damping of a specimen before stressing was determined at a
chosen temperature at least six times. In general, this was found to have
statistical variations, fluctuating about a mean value. The quotient of
the largest of the decay cycles over the smellest in these six readings
was taken as en indication of this inherent random variation. The decay
cycles were also determined at successive Intervals during a period of
brief rest after a period of sustained vibrations. The quotient, now
defined as the recovery factor, was again determined. This recovery factor
was consldered significant if it was larger than the corresponding quotient
for the specimen before stressing. In addition, it was considered sig-
nificant only if there was noticed either a monotonic increasse or a
decrease in a set of readings. Thus, for example, at 2,000 psi and 75° ¥,
a specimen before stressing gave the following readings for decay cycles:
669, 651, 649, 649, 652, and 651, with an average of 654 and & quotient
of 669/649 = 1.035. The same specimen after being stressed for 46,500
cycles at 12,000 psi gave the following successive decay-cycle readings
in a period of roughly 15 minutes: 451, 457, 478, 485, 492, and 520. This
set shows a clearly monotonic incdreese in the cycles and the recovery
factor is 520/451 = 1.15. Since there was a monotonic change in the decay
cycles and since the recovery factor 1.15 was lerger than the quotient 1.03,
this was considered to be a case of significant recovery. In cases where
monotonic decrease was noticed, it is apparent that it would give a recove
ery factor of value less than 1 and, for obvious reasons, this was desig=
nated negative recovery. In order to represent this system grephically,
cases where no significant recovery was noticed were assigned & recovery
factor of 1.

It must be mentioned that there was usually a time lapse of about
45 seconds before the first reading could be taken. Consequently, if the
major part of the recovery took place within this period, it was not
observeble by this method. Nevertheless, these results are presented
since, in many cases, the tests show detectable recovery over a period
considerably larger then 45 seconds.

In general, it has been found that the recovery factors so determined
varied in e rendom menner as a function of fatigue stress cycles. Conse-
quently, in the gbsence of further data at this stage it is considered
desirable to work with average recovery factors only. This average 1s the
arithmetic mean of the recovery factars determined roughly 16 times in

gbout 30 X 106 cycles; the recovery factors were determined at shorter
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intervels at the beginning of fatigue stressing. As an example of the
results obtained in these tests, typlcal tebles (tables 1(a) and 1(b))
ere included for the conditions of 2,000 psi and 75 F and 2,000 psi

and 300° F. The results of this investigation are given in figure 8.
Where recovery wes observed, it tended to increase at its meximm rate
within the first few minutes of a rest period. Subsequent periods of
rest gave rise to & more gradual increase in recovery. At higher temper-
atures, the recovery rate appeared to reach an asymptote within a short
time (approximetely 5 minutes at 450° F and even less at higher temper-
atures), end, at room temperature, spot testing showed recovery still
taking place at times up to 15 hours. The curves in Pigmre 8 indicate
some interesting trends. For example, one notices that the room-
temperature (75° F) recovery factor increased with the increase of stress,
at first rether repidly and then more graduslly. At 300 F the slope of
recovery factor versus stress is much steeper. No explanstion is offered
for 'bhe negative recovery factor which oceurs at 2,000 psi at 300 F.

At 1!-50 F the specimens start wlth a negative recovery factor and, with
an increase of stress, the curve reaches and merges with the curve for
recovery factor 1. At 600° F the curve is identical with the line for
recovery factor 1.

RESULTS AND DISCUSSION OF TRENDS IN
FATIGUE-DAMPING RELATIONS

The results of fatigue and damping were obtalned in two stages. Part
one concerns the damping values obtained while investigating trends in
recovery. It was noticed at the end of this stage of the work that a
substantial decrement could be obtained in the initial value of the demping
by cesting the ends of the specimen integrelly ingtead of using split
collets to hold it in the testing machines. Part two consisted of 48 tests
with integrally cast specimens, three tests for each pair of test condi-
tions. Using specimens with grips was not consldered to have affected the
recovery reletions observed insofar as the qualitative picture presented
by them is concerned. It mey also be mentioned thaet casting the specimen
ends integrally affected only four tests, nemely, those at 75° F for
stresses of 2,000, 3,500, 5,000, and 6,000 psi, the reason being that
at higher temperatures the damping of the specimen itself is, in general,
of a higher order than that which the specimen may experience at the split
collets. While analyzing the fatigue-damping relations and obtaining

meen curves, the damping results obtained in these four tests were neg-
lected for ressons stated above.

A typlcal set of results in this series of tests is presented in
teble 2. A summary of the average values of demping is given in table 3.
A sumsry of life to failure of the test specimens is noted in table L.
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The results are presented in the form of curves in figures 9 to 12. In
order to present the change in the value of damping from an annealed
condition to that of the first measurement, the value of the demping
before the specimen is stressed is represented on the y-axis and Jjoined
by a straight line to the first measurement in the curves in figures 9(a)

to (d). Since the scale on the cycles &xis sterts at 101", the slope of
the damping curves in this reglon is fietitious; the only significant
item in this region is the nature of the slope but not the magnitude,
which is distorted. The curves depleting the relation between fatlgue
and demping at the different stress levels and temperatures were drawn

on the basis of the arithmetic mean of the damping values at 0, 0.5 X 107,

102, 165, 5 x 108, 107, and 3 x 107. Detailed variation of the damping
apart from these mean velues was not considered significant, and no impor-
tence was attached to 1t.

Stress Ievel, 2,000 Psi

The following general features in the variation of damping at a
stress level of 2,000 psi are apparent in figure 9(a). (In what follows,
the term "initial range™ is used to define the range of cycles from O

%0 0.5 X 10°.)

At 75° F a substantial change in the damping took place in the ini-
tial range end from there on there was a gradual but slow increase in
damping. A%t 300° F the change in the initial range was not so great as
it was at 75° F, but one would still notice a general trend toward an
increase in demping with an increase in number of cycles. At 450° F
there was a radical change, with a decrease in demping with an increase
in number of cycles, the slope in the initial range being definitely
negative. At 600° F the damping again increased with an increase in
number of cycles in the initial range, but, as the fatigue stressing
continued, there was & tendency towards a decrease in the demping. There
were no fallures at this stress level at any of the testing temperatures.
It appeexrs that the scatter at 75° F was rather lerge as compared with
that at the higher temperatures. While this is generally true, the log-
arithmic plotting of damping seems to enhance the actual scatter.

Stress Ievel, 3,500 Psi

At 75° F, for a stress level of 3,500 psi, a substantial change in
the damping took place in the initial range, and then there wes & gradusl
increase in damping similar to that at 2,000 psi but larger in magnitude
(fig. 9(b)). At 300° F the change in the initial renge was not so great
as 1t was at 75° F, but one would notice an increase in damping with an
increase in number of cycles, with the magnitude of the increase belng
much larger than that at 2,000 psi.
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At 450° F one sgain would notice the characteristic negative slope )
as In the case of 2,000 psi, but it is slightly less steep. At 600° F,
vwhile the demping increased in the I1nitial range, there was no partic-

ular Increase in damping with stress history beyond 100 cycles. At this
stress level also, the scatter in damping velues at 75° F was rather large.
There were no fallures at this stress level at any of the testing
temperatures.

Stress level, 5,000 Psi

At 750 P, for a stress level of 5,000 psi, a substantial change in
damping took place in the initial range and the damping continued to rise
gradually (fig. 9(c)). The rate of increase at 300° F in the initial
range was again positive and the subsequent increase was rather negli-
gible. At 450° F one again would notice the characteristic negative
slope in the initial range and the continuous decrease of damping until
failure of specimens took place. At 600° F the slope in the initial
renge was again pogitive, and the damping continued to rise with stress
history until failures took place. Although at room temperature there
were no fallures at this stress level, at higher temperatures all but one
of the test specimens falled. The scatter 1n damping at this stress
level was not large, as wes the case at 2,000 and 3,500 psi.

Stress Level, 6,000 Psi

At 75° F, for a stress level of 6,000 psi, a substential chenge in
damping took place in the initlal range, as it did at the lower stress
levels, but the dsmping values with further stress history trend down-
ward (fig. 9(d)). At 300° F one notices a positive slope of the dsmping
curve in the initial range; in addition, a rather steep increase in damping
with stress history occurs. At 450° F one again notices the negative
slope of the damping curve in the initial range and the subsequent contin-
uous decrease in damping with stress history. At 600° F, in the initial
renge the demping increased with stress history; beyond this range there
was a8 definite tendency toward a decrease in damping with stress history.
This is in opposition to the general behavior at lower stress levels at
the same temperature.

Discussion

The most characteristic thing observed in all these curves 1is that,
whereas at all other testing temperatures the slope of the demping curves
was positive, at 450° F (which wes the critical temperasture in the
d-versus~T relation), it was negative.

Further observations can be made on the basis of the following
simple analysis:
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From the mean fatigue-damping curves it is possible to define a
d-average based on the integrated ares under a curve drawn on & linear

scale. Since all of the specimens did not run until 3 X 107 cycles,
the integration of a curve was carried up to & limit which covers all the

curves at the same temperature. This corresponded to 107 cycles for room
temperature and 106 cycles for all other temperatures. Thus N = lO7

for T=T7°F and N = 105 for T> 75° F. The resulting values of
d-average which were considered characteristic of. the respective test
conditions are given in teble 5. The average values of &' <for the
specimens before stressing based on the results of 15 tests at each
temperature are also given. If the S-average based on the integration
of the mean fatigue-demping curves at each temperature and stress level
is divided by the corresponding &'-average of the speclmens before
stressing at the same temperature, one obtains a relative variation of
internal friction due to fatigue stressing at various stress levels and

temperatures.
The variation of this ratio

o)
(1=-8-.~

with temperature and stress level is given in teble 5. 'Thus, for example,
at 75° F the average value of 5' of specimens before stressing based on

15 tests was 6.3 X 10"‘,"'. The average value of & based on the area under
the 5-N curve (for 3 tests) after fatigue stressing at 2,000 psi and

75° F was 29 x 10, The ratio o = (29 x 10°)/(6.3 x 10%) = 1.6 1s
a mea.sgre of the change in damping of the test specimens at 2,000 psi
and T5- F.

The varlations of o with stress and temperature are plotted in
figure 10. These two sets of curves reveal some extremely interesting
trends. Thus, referring to figure 10(a) in which « was plotted against
T for various parametric vaelues of T, one notices that

(1) At 75° F the value of o increased with stress level indicating
that the larger the stress level, the larger the increase in damping.
The slope -g-% increased with stress level, thereby indicating that the
rate of increase of damping increased with stress level. In passing, it
must be mentioned that this internal friction was measured at low stress
levels (140 psi) and was not amplitude dependent.

(2) At §OO° F, while one would notice the same trends as were obser-

ved 1in (1), the velues of « and g-frﬁ were mich smaller, indicating that

the relative increase was diminishipg with an increase in temperature.
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(3) At 450° F the value of o decreased with an increase in stress
and was less than 1, indicating & reduction in damping (as compared with
the value obteined before the specimen was stressed) after a period of
stressing.

(4) At 600° F, a started with a value greater than 1 and decreased
to values less than 1 with an increase 1ln stress level.

Referring to figure 10(b), one notices that

(1) The higher the stress, the greater the rate of reduction of o
with an increase in temperature below 450° F.

da
(2) The slope of ST tends to a minimum around 4500 F, indicating

that the relative change in internal friction with temperature at all
stress levels was a minimum at 450° F.

Further observetions on the fatigue-damping relation are as follows:

(1) While the rate of change of o (and, hence, &) with temperature
seems to reach a minimum at L450° F, the change in the absolute value
of & at this temperature was larger than the change at any other temper-
ature, as can be seen from figure 13.

(2) At all stress levels the peak observed in the &~versus-T relation
for a specimen before stressing was removed by an applicdation of fatligue
stressing, as can be seen from figure 12.

(3) Figure 11 shows the average fatigue life plotted against temper-
ature. At a stress level of 5,000 psi the curve shows a tendency for
minimum fatigue 1life at 450° F which was the critical temperature for
grain-boundary demping. It may be recalled that the points in this plot
were based on the average of the logarithmic value of life obtained in
four tests at each tempersture. Because of a premature failure, the curve
for 6,000 psi shows & minimum around 300° F instesd of 450° F, as was
the case at 5,000 psi. At roam tempersture one of the specimens at

6,000 psi did not break within 33 X 106 cycles. However, this value was
taken as a conservative estimate of the life of this particular specimen,
It will be noticed that this procedure does not alter the general picture.
No testing was conducted at temperatures higher than 600° F; thus, the
nature of the curves beyond 600° F is not ¥mown. In order to facilitate
quick examination, all the points of failure are plotted in figure 11,
and the curves are drawn through the mean logarithmic velues. It is
emphasized that further testing is necessary to confirm the behavior

in the immediate vieinity of the critical temperature.




12 " NACA TN 3755

COMPARISON WITH OTHER INVESTIGATIONS AND SUGGESTIONS

FOR FURTHER RESEARCH

While same of the current results have been observed before by
other authors (ref. 4) in investigating the effect of cold-work on alu-
minum (which results, in themselves, could not be explained by any of
the existing theories), it is believed that the present work has given
rise to some further observations which need explanation. Most impor-
tant are the relative variation of internal friction as a function of
stress history and the effect of the critical temperature of the grain
boundery on the fatigue life.

While reporting some work of Read (p. 137 of ref. 5), Zener comments
that vibration at the higher stress levels does not affect the internal
friction measured at the lower stress levels; that is, Internal friction
1s a single-valued function of stress amplitude. It is not very clear
from this statement whether the vibrations at higher stress levels, that
Zener considers in his book, are sustained vibrations or only momentary.
This seems to be of some consequence since it 1s the basis of the work
presented in this report, that is, the assumption that sustained
vibrations at higher stress levels do indeed influence the measurement
of internal friction at lower stress levels, these stress levels being
far below the range of the amplitude-dependent-hysteresis stress level.
The variations noted were not small. There are lnstances in this work
where the change in the value of internsl friction of the specimen after
testing approached 10 times that of the specimen before stressing.

It should also be remembered thet, while investigating the effect of
brief periods of rest on recovery of internal frictions, instances were
noticed at a stress of 2,000 psi where the recovery factor was consistently
negative, that is, a period of rest contributed to an increase in intermal
friction instead of a decrease. Although it is true that these are the
results of tests on single specimens at each of the test conditions, there
does not seem to be any reason to disbelieve the results on the basis of
the experimental techniques used. The lack of recovery, noticed at higher
temperatures, may be due to the fact that, by the time the first reading
of the series was taken, there was a lapse of about 30 to 45 seconds;
therefore, it is considered possible that the recovery mey have already
taken place at these temperatures. There 1s also another problem at these
temperatures which is likely to affect the whole work. The minimum recrys-
tellization temperature for the aluminum used in this work is of the order
of 300° F; at temperatures higher than this, results noticed may be due to
the conflicting action of the fatigue stressing resulting in cold-work and
the recrystallization effects of the higher temperatures.

It was assumed that the purity of the test material (99.19) was high
enough to neglect the effects of impurities. This may not be quite Justi-
fied since, for exemple, i1t 1s known that impurities in metals have a
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tendency to segregate in grain boundaries and that very small amounts of
impurities can completely block graln-boundery slip in aluminum. It is
also known from K8's work on grain boundaries that the heats of activation
for volume diffusion and relexation of grain boundaries are roughly the
same for pure aluminum. It is, therefore, considered possible. that some

of the effects noticed mey be due to the impurities. Further investigation
on this point is needed.

SUMMARY OF RESULTS

From an investigation conducted to determine the internal frietion
and fatigue strength of commercially pure 1100 aluminum under repeated

stressing in torsion at various temperatures and stress levels, the
following results were obtained:

(1) For specimens before stressing there existed a critical temper-
ature (450° F) at which the damping of the test materisl reached a maximm,
decreasing at both higher and lower tempersatures.

(2) The slope of the curve of internal damping versus number of cycles
was positive in the range of 0 to 50,000 cycles at all test temperatures
except 450° F. At 450° ¥, the slope wes consistently negative at all

stress levels Indicating & decrease in internal friction with an increase
in stress history.

(3) Based on the failures observed at 5,000 psi and 6,000 psi, the
critical temperature of the graln-boundary internal friction (approx-
imately 450° F) appears to have an important bearing on the fatigue life
of a specimen considering the average of four test specimens at each
stress level and temperature, the fatigue life appears to reach & minimum

at 450° F and tends to increase at temperatures both above and below this
value,

(4) A tendency toward recovery wes observed st some stress levels
and temperatures. Not enough data are available to define accurately
the recovery rate as a function of stress and temperature, but certain
trends have been established. Where recovery was observed, it tended
to increase at its maximum rate within the first few minutes of a rest
period. Subsequent periods of rest gave rise to a more gradusl increase
in recovery. At higher temperatures, the recovery rate appeared to reach
an asymptote within a short time (approximately 5 minutes at 11-50° F and
even less at higher temperatures) and, at room temperature, spot testing
showed recovery still taking place at times up to 15 hours.

Callfornia Institute of Technology,
Pasadens, California; Jume 1, 1955.
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APPENDIX
MEASURING TECHNIQUES AND ESTIMATION OF ERRORS

The validity of correlating the damping phenomena with the fatigue
properties largely stems from the fact that both of them have the same
origin. Since damping is an Indirect measure of certaln things happening
in the material, the changing damping values characterize, at any pertic-
ular moment, the physical structure at that instant and under those con-
ditions only. Consequently, it is imperative that the conditions under
which the damping of a member is belng measured be the conditions under
vhich the other physicel properties (such as fatigue) are also being
measured. g .

There are many ways in which energy can be dissipated in a system
under observation. These can be broadly divided into the following two
categories:

,(1) External influences.

(2) Internal dissipation such as internal friction due to atomic
movements in the grain boundary, slipbands, thermoelastic and magneto-
elastic phenomena, and so forth. This class of dlssipative mechanisms
is, in general, difficult to isolate into its varlous parts except
possibly under some special ecircumsténces. It is, however, possible to
isolate the mechanisms to a certain extent in -this work. Of all the
internal dissipative mechanisms that may arise in this work, only two
are of some consequence. 'They are the slipbands and the grain boundaries.
In torsional oscillations, thermoelastic phenomena do not enter because
of the faet that no temperature gradients are involved in problems of
shear stress and, since aluminum is nonferrous, internal friction due to
megnetic hysteresis is of no,importance. The major dissipative mech-
anism, therefore, is the internal friction associated with interfaces
such as slipbands and grain boundaries.

In this work there are five places where extraneous demping due to
external “influences can occur. They are as follows:

(1) The bearings at the ends of the vibrator

(2) The grip between the collets and the specimen at the ends of
the test specimen

(3) The supporting mechsnism at the bottom of the inertia bar
whether it be flexure pivot, torsion pivot, or any other type of support

(4) Magnetic hysteresis due to possible stray magnetic fields
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(5) Aerodynsmic demping due to the movement of the inertia bar in
the air

Every effort was made to reduce the effect of the above ltems as
much as possible.

The beerings at the ends of the vibrator did not contribute to the
damping in free vibration to any extent. 'This is illustrated by the fact
that no change was noticed in the value of & for a specimen before
stressing, beyond small random variations, when the top extension rod was
held rigid Just below the bearings. Furthermore, in the damping tests,
the anguler movement at the bearings was of the order of 1/400 of 1°.
Since energy dissipation is proportional to the anguler displacement and
since the displacement is swmall, this effect was neglected.

Determination of the friction et the collet grips wes more difficult.
No estimates or measurements seem to be possible. Before a particular.
test was started, the screws facing the collets in the extension rods were
tightened as much as possible and checked ageln at the end of the test.
Furthermore, whenever suspected, the collets were changed in order to
avold friction losses in thet vicinity. It is still possible that a
certain amount of damping exists here. The collets were used for the
first 16 tests only. In later testing, specimens with integrally cast
ends were used. In essence, using collets altered the picture in only
four ceses, as was mentioned in the main text, since at higher temper-
atures the demping of the specimen itself was, in general, of a higher
order than that experienced by the specimen at the collets. With specimens
having integrally cast ends, the problem of friectlion at the grips did not
arise since the relative movement observed between the specimen and the
collets was absent in this case.

Maximum friction wes observed at the bottom of the inertia bar where
the bottom extension rod has to be supported in order to simulate pure
torsional vibrations. For reasons already mentioned, torsion pivots
were adopted. The energy dissipation in the pivots 1s of the same nature
ag, but much smaller than, that of the test specimen, because the amount
of materisl and the order of stress involved were very small.

For starting the free vibrations of the test speclmen impulsively,
a palr of electramegnets and steel pole pieces on the inertia bar were
used. Means were desligned whereby the electromagnets can be pushed away
from the inertia bar when the lnertia bar once starts its free oscillation
in order to reduce the effect of the residual magnetism of the electro-
magnets on the pole pieces.

The aerodynamic damping is negligible since the frequency of vibration
in the demping tests is small (4 cps) (ref. 6).
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A variation from the mean of as much as 150 percent was detected
in the demping of the unstressed specimens at room temperature. This
variation in demping was attributed to all of the causes previously
mentioned and it is suspected, in addition, that a major part of the
damping is inherent in the materiasl even after the annealing process
and i1s considered the result of the unavoildsble handling processes
involved while mounting the specimen in the mechine (ref. k).

The error mentioned above is the cumilative error in initial demping
from specimen to specimen; errors of a different nature exist in measure-
ments of demping of one specimen after various numbers of reversals. For '
example, 1t is found in the first stage of testing that, when a specimen
is annealed and its demping is measured, the variations are clearly
statistical in nature with a variation of about 135 cycles in 700 cycles
at room temperature in a typical case. The variations at higher temper-
atures are, in general, of & smaller order. When interpreting the results,
this inherent random variation is kept in mind and only those variations
of behavior which appreciebly depart from these inherent veriations are
taken into account.

St111 another type of error exists in the measurements and it has
its source at the photocell, IFf ¥, and Yo erea pair of adjacent

amplitudes in free vibration with positive damping, then the ratio

¥y
8=1oge3—r]2-'-

is a measure of the damping of the system. This ratio is commonly called
the logarithmic decrement. If the equivelent viscous damping 1s assumed
constant, then

1

5= loge 75

Yo
= loge -
Y3

In-
==..-..10ge ;l
n

and, hence, .
=21 -
8=z (loge ¥y log, yn)

where vy is the inltial amplitude and ¥y 18 the amplitude after n
number of cycles.
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In the measuring technique used hereln, errors can be'made in locating
¥y and Ve Consequently, estimating their effect is worthwhile.

One can put the above equation in the form (K i1s a consta.nt)_

n=Kloge%;

Suppose in setting y, the starting amplitude of free vibration, an error
Ay 1s made. The number of cycles would now be different end let it
be n + An. Then, -

An;k<logez-y:—Ay--loge%)~K%:£

where K 18 a constant. Therefore, the percent of variation is

An _ K
100 = 100 3 ¥
=1w__A_y_‘__
‘ y
¥ loge y7

In a similar manner one can cobtain the error in the number of cycles
vhen an error of Ay is msde in Yqr This would be the case Iif the

8lit in front of the photocell is not located accurately. This amounts to

Ay
100 n

y
¥n 108 ¥

The maximum possible errors in setting are Ay = -l::'—0 inch, Ay, = -1—3)'.-@- inch,

y = 1 inch, and Ip = 0.4 inch. Therefore, the error in setting y is
2.7 percent, and the error in setting ¥ is also 2.7 percent.

Since it is conceivable that errars in y cen be coomitted in the
initial zero setting, it is apparent that this has to be added twice.
In order to reduce the errors in y,,, the photocell location (and,
hence, yn) was kept constant 'bhrouéhout this series of tests and, con-

sequently, there is a total error of 2 X 2.7 = 5.4 percent.

~
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TABIE 1
RECOVERY DATA FROM TESTS ON SPECIMEN® UNDER STRESS OF 2,000 PST
(a) T5° F

Number of Decay cycles for test ('ba:;d o S::gioi;:;nt
reversals, N| 1 | 2 | 5 | 4 | 5 | 6 | ‘test 1) Pactor
0 669 | 651 | 649 | 6u9 | 652 | 651 | 27.8 x 107* 1.02
.o65 x 10° | us1 | 457 | w78 | 485 | koo | 520 | 40.6 1.15
.0930 412 | 416 | 420 | k22 | 426 | 428 | bh.6 1.00
.1860 Wl | h29 | 41k | o5 | 425 | ko5 | k1.3 .96
.2790 461 | 462 | 435 | 430 | 428 | 412 | 39.8 .90
5580 559 | 550 | 550 | 563 | 553 | 560 | 32.8 1.00
.8370 W7l | 503 | 521 | 521 | 523 | 530 | 38.7 1.12
2.511 496 [ 507 | 525 | 536 | 552 | 555 | 36.9 1l.12
3.348 5711 569 | 573 | 568 |'573 [ 575 | 32.1 1.00
6.696 568 | 578 | 592 | 602 | 611 | 618 | 32.3 1.09
10.00 584 | 585 | 593 | 589 | 597 | 599 | 31.k 1.00
13.39 608 | 608 | 609 | 619 | 629 | 634 | 30.1 1.0k
16.92 586 | 583 | 598 | 608 | 621 | 633 | 31.3 1.09
23.43 624 | 618 | 634 | 643 | 645 | 634 | 29.4 1.04
26.78 639 | 642 | 667 | 674 | 682 | 702 | 28.6 1.10
30.13 6h0| 646 | 660 | 670 | 6TO | 678 | 28.6 1.08

a’Specimen did not break.
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TABLE 1l.- Concluded

RECOVERY DATA FROM TESTS ON SPECIMEN® UNDER STRESS OF 2,000 PSI

(p) 300° F
Decay cycles for test 5, Significant

Number of (based on recovery
reversals, N| 3 2 3 4 5 6 test 1) factor
0 ¢| 182 [182 |18k [ 182 | 181 | 181 | 100.5 x 10~k 1.01
L0465 x 10°| 149 | 150 | 150 | 150 | 151 | 150 | 123.0 1.00
.0930 142 | 143 | 12 | 1bh | 24k | 17| 129.0 1.04
.1860 150 | 148 | 145 | 1b7 | 147 | 149 | 122.0 .99
.2790 148 | 151 | 147 | 146 | 142 | 145 | 12k.0 .98
.5580 157 | 156 | 157 | 156 | 154 [ 153 | 11.7.0 97
.8370 151 | 146 | a7 | 43 | 137 | 136 | 121.5 .90
1.65 179 | 179 | 180 | 180 | 178 | 176.| 102.5 .98
3.35 190 | 18k | 182 182 | 181 | 179 | 96.5 .9k
6.69 1951871185185 185|185| 9k.0 .96
10.00 196 | 195 | 191 | 189 | 186 | 199 | 104.0 .95
1k.22 187|178 | 176 | 174 | 175 | 174 | 980 .93
16.92 192 | 185 | 181 | 180 | 176 | 175| 95.5 .91
23.4 186 | 182|183 | 182|183 | 183| 98.5 .98
26.78 170 |17k | 165 | 159 | 157 | 155 | 108.0 .91
30.13 172 | 170 | 169 | 165 | 164 | 164 | 107.0 .95

@5pecimen did not break.



TABLE 2

INTERNAL FRTCTION FROM TESTS ON SPECIMENS UNDER STRESS OF 6,000 PSI
AT TEMPERATURE OF 75° P

GCLE ML VOYM

Epecimen 1 Speclmen 2 Specimen 3 Specimen L
(=)
Number of B Nuribar of 3 FNunber of 8 Number of
reversals, N reversals, W reversals, W reversals,

0 h.1 x 10| 0 6.4 x 1074 o 7.95 x 10°% o 8.05 x 107!
0525 x 10° 83,3 .053250 x 108(36.70 .053250 x 105[46.70 .053250 x 105
.1050 89.3 - 106500 69.00 .106500 47.50 .106500
.2100 .2 «213000 71.30 «213000 62.30 +213000
3150 8.5 319500 75.T0 319500 62.00 +319500
6300 ;;(.oo .639000 78.00 .639000 58.50 635000
+ 450 .0 +958500 72.T0 .958500 43.50 958500

1.89 61,0 1.278 69.70 1.278 62.50 1,278

3. 78 53.7 1.917 65.00 1.917 60.70 1.917

5.67 T 2,556 54,80 2.556 49.50 2.5%

7.56 9.5 3.834 50.40 3.834 58.710 5.834

9.45 49,7 5,112 32,00 5.112 51.40 5.112

9.66 Broke 7.668 59,20 7.668 hg.70 7.668

10.224 36.40 12,78 54,20 10.224
14.697 Broks 15.336 56.90 15.336
20. 49.30 17.575
28.116 48.60
55,228 48,60

®gpecimen did not breakv




TABLE 3

AVERAGE VALUES OF © ARRANGED FOR VARIOUS GTRESS LEVELS

Nurber of Sav &t -
reversals, N .50 p 500°F | LS50 F | 600° F 75° P 50°F | 450°F | 600° F
For 2,000 pei For 3,500 psi
0 QE.'g x 107*| 65 x 1074|496 x 104|117 x 107%| 5.4 x 1074| 67 x 20509 x 107¥|392 % 107+
.5 x 106 .0 80 LES 520 25.0 85 18 k28
B 25,0 91 Lhs 519 15.0 88 Lol 43
1 28.0 Th 375 igg sh.0 g8 357 hh
5 27.0 al, 335 Lot 36.0 a8 335 Lho
10 34.0 99 329 &6 6.0 88 31 ko
%0 %2,0 83 324 k72 33.0 10k k55
For 5,000 pai For 6,000 pai
0 ¢ 6.5 x 10~4%| 84 x 10°4|h60 x 10398 x 10-4| 7.5 ¢ 10-%| ob x 10 |hmm % 10-%|uok x 10+
.5 x 10 21,0 106 357 L7 41.0 11k 331 kot
1 36.0 102 %%2 Lex 55.0 113 319 386
1 k1,0 109 299 LT 60.0 178 290 381
5 43.0 - ——- ——— 46.0 - - —-
10 kh.0 — ——— —— k9,0 —_— — ——
30 h‘o.o Ladad ] - S —— -y = - Lalad ]

GCLE NI VOUN
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TABLE L
SUMMARY OF IIFE TO FATILURE OF SPECIMENS
Iife, cycles, at -
Specimen
75° F 300° F 450° F 600° F
For 5,000 psi
1 3340 X 106—s 3%.0 X 106——> 16.83 x 106 7.68 x 106
2 33 _)‘ )'"-9 5-12 19.17
3 33 — 1 5.8 2.78 5.91
L 33 — | 7.1 5.43 6.18
Average life |33 — |12.7 T.54 9.73
Average log N| 7.5185 6.9559 6.7786 6.9327
Specimen For 6,000 psi
1 9.79 X 1o6 4.69 x 106_ 4,26 x 106 347 X 108
2 14,69 1.04 1.9% k.05
3 33.00 1.59 1.91 4.58
4 17.57 2.66 1.76 2.02
Average life [18.75 2.49 2.47 3.5%
Average log N| 7.2303 6.3290 6.3608 6.5290




oL

TABLE 5

NACA TN 3755

AVERAGE VALUES OF INTERNAT. FRICTION AND CORRESPONDING VALUES OF a

FOR VARTOUS STRESSES AND TEMPERATURES

® based -on area integration of &-N curve at .

Stress, psi
75° F 300° F 450° F 600° F

2,000 29.0 x 10~%| 82.0 x 10~ | hik.0 x 10-* | 507.0 x 10~}
3,500 34 92 386 hho
5,000 41 105 322 464
6,000 51 k2 309 385

- B 6.3 x 10°*| 78.0 x 10°* [ 475.0 x 107* | 402.0 x 0=}

Stress, psi Correspondi?g)values of «

b

2,000 4.6 x 10% [1.05 x 10t |0.87 x 10-% | 1.27 x 10~}
3,500 5.38 1.18 .81 1.10
5,000 6.5 1.35 .68 1.16
6,000 8.1 1.82 .65 .96

a

Ogy for annealed specimens.

b

a=2.
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(v) Specimen with end grips.

Flgure 1.- Test specimens.
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Fixed End
/_Of Restraint

Elastic
Restraint

ZTwo—Pole Stator
With Alternating
Field

(a) Schematic disgram of vibrator.

Extension Rod

Bakelite Insulating Pieces'

* Support

J/,—Support For Extension
Rod In Event Of Failure

0.016-Diam.

Torsion Pivot —— To Relay

Pinching @
Screw

4-0z Weight
To Keep Torsion
Pivot In Tension

(b) Details of torsion pivot.

Figure 2.- Details of test equipment.
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[l/- Elastic Restraint
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Measurement L Vibrator
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—_ Ty Mirror

~ e ——— Holder Light
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/ ZDecay-

Furnace | | Measurement
\ / /Device
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1/ .
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i / /i/ /Rod

Vi Mirror For Deca
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Section A-A

Figure 3.- Schemetlc diagram of test setup.




(a) Furnace. (b) General %&?515

Figure 4.- Testing machine and associated equipment.

gc

€ale NI VOVH



NACA TN 3755

(¢) Torsion pendulum.

Figure 4.- Concluded.
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S scale divided into 1/20 inch

LO incident ray

ZO reflected ray with inertia bar
in zero position

Z'0 bisector of angle LOZ

M@ - reflected ray with inertia bar
attracted by magnets

M'O bisector of angle MOZ

P location of the photocell
slit

P'O bisector of the angle POL

n is the number of half cycles

Figure 5.~ Principle of decay measurements.

5 = 2(Log, M'Oz" - log, P'02") = 5(log, Mz - log, PZ).
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Figure 6.- Demping curves for 1,100 aluminum in torsion.
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Figure 1l.- Variation of fatigue life with temperature.




NACA TN 3755

.0450

.0300

.0150

300 450 600
T, °F

(a) Stress, 2,000 psi.

.0450

.0300

.0I50

0 150 300 450
T, °F
(b) Stress, 3,500 psi.

Figure 12.- Variation of & with T -after application of fatigue
stressing.
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